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1977 HIGHWAY TRAFFIC (NO. 4) Chap. 65 
CHAPTER 65 
An Act to amend The Highway Traffic Act 
Assented to December 16th, 1977 
515 
H ER ~IAJESTY, by and with the advice and consent of the Legislative Assembly of the Province of Ontario, enacts as 
follows: 
t. Part 'i/I of The Highway Traffic Ac( being chapter 202 of the [.~r~4~foai. 
Revised Statutes of Ontario, 1970, as amended bv the <'e-enacted 
Statutes of Ontario, 1973, chapter 45, sections 21. 23 and 24, 
1974, chapter 123, sections 17, 18 and 19, 1974, chapter 130, 
section 1, 1975 (2nd Session), chapter 6, section 8, 1976, chapter 
37, sections 8, 9 and 10 and 1977, chapter 54, section 11, is 
repealed and the following subs ti tu ted therefor: 
PART VI 
LOAD AKD DTMENSTOKS 
64. In this Part , 
(a) "over-dimensional farm vehicle" means a farm 
tractor, self-propelled implement of husbandry, im-
plement of husbandry, or any combination of them, 
having a weight, width, length or height in excess 
of the limits provided in this Part or Part V 11 ; 
(b) "semi-trailer" means a trailer designed to be operated 
with the forward part of its body or chassis resting 
upon the body or chassis of a towing vehicle. 
Interpre-
tation 
65.-( 1) Subject to section 66, no vehicle shall ha\'<' 
greater width than I 02 inches while on a highway except. 
a Widthof 
vehicle 
(a) traction engines, which may have a total width not 
exceeding 110 inches, or 
(b) motor vehicles and road maintenance machine~ , 
operated by or on behalf of a municipality or other 
authority having jurisdiction and control of a 
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highway, where such vehicles are engaged in road 
maintenance, including the removal of snow from a 
highway. 
(2) Snbject to section 66, no load on a vehicle shall have a 
greater width than 102 inches while on a highway except, 
(a) loads of raw forest products which shall not exceed 
a total width of 102 inches at point of origin and which 
shall not exceed a total width of 110 inches at any 
time during transit; or 
(b) loads of loose fodder. 
(3) Where a commercial motor vehicle is equipped with 
one or more rear vision mirrors that extend in whole or 
in part beyond either side of the vehicle, or one or more 
lamps, required by this Act, that extend in whole or in part 
beyond either side of the vehicle, the amount of such 
extension shall not be included in determining the maximum 
width of the vehicle under subsection 1. 
(4) Where a commercial motor vehicle or trailer is equippc~d 
with a load covering mechanism, extensions in the width of 
such vehicle caused by the mechanism shall not be includc~d 
in determining the width of the vehicle under subsection 1 
where the mechanism does not extend the width of the 
vehicle on either side by more than four inches. 
(5) Subject to section 66, no vehicle, other than a fire 
apparatus, a semi-trailer, or a bus, including load, shall 
exceed the length of 35 feet while on a highway, and no 
combination of vehicles, including load, coupled together 
shall exceed the total length of 68 feet 10 inches while on a 
highway. 
(6) Subject to section 66, no semi-trailer, other than a 
semi-trailer designed for the carriage of vehicles, shall 
exceed the length of 45 feet while on a highway and any 
extension in the length of a semi-trailc:r caused by auxiliary 
equipment or machinery that is not designed for the trans-
portation of goods shall not be included in determining the 
length thereof. 
(7) No bus shall exceed the length of 40 feet while on a 
highway, but an increase in the length of a bus caused by 
the addition of a liquid filled or other energy-absorbing 
bumper shall not be included in determining the length of 
the bus. 
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(8) The council of a city may bv by-law prohibit the Restricting 
- Ieng-th of 
?perat!on of a c?mbination o~f vehicles ~aving a ~otal length, tfo~'i:ra­
mcludmg Load, m excess of .:>O feet wlule on a highway or a vehicles 
portion thereof under its jurisdiction designated in the by-law. 
(9) Subject to section 66, no vehicle including load, shall ~i~f~~or 
have a greater height than 13 feet 6 inches while on a 
highway. 
(10) Every person who contravenes any of the provisions Penalty 
of this section is guilty of an offence and on summary 
conviction is liable to a fine of not less than $100 and not 
more than $500 and, in addition, the permit issued for the 
vehicle under section 6 may be suspended for not more than 
six months. 
66.-(1) The municipal corporation or other authority Permits 
having jurisdiction over the highway may, upon application 
in writing, grant a permit for the moving of heavy vehicles, 
loads, objects or structures in excess of the dimensional 
limits set out in section 65 or the weight limits set out in 
Part VI I. . 
(2) The permit referred to in subsection 1 may be general , P;~:;:.~,s~ .. 
or may limit the time and the particular highway that may tmited 
be used, and may contain conditions relating to the protection 
of persons and property from injury or damage and the 
municipal corporation or other authority may require a 
bond or other security sufficient to cover the cost of repairing 
any possible damage to the highway. 
(3) The council of any municipality may, by by-law, ~emay 
provide that a permit referred to in subsection 1 may be issued 
by an officer of the corporation named therein. 
(4) In the case of a vehicle for which a permit is required Issue.of 
. . . . . perm1t1Jy 
under this sectton m order to pass over a highway or high- Ministr.v 
ways under the jurisdiction of two or more municipalities or 
other authorities, the permit so to do may be issued by the 
Ministry, which permit is in lieu of the several permits to be 
otherwise obtained from the municipal corporations or other 
authorities, and the permit may limit the time and the 
particular highway or highways that may be used, and may 
contain any special conditions or provisions that may be 
considered necessary to protect the highways from damage, 
and the Ministry may require a bond or other security 
sufficient to cover the cost of repairing possible damage to 
the highway. 
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(5) The owner, operator or mover of a heavy vehicle, 
load, object or structure in respect of which a permit is 
granted under this section is nevertheless responsible for all 
damages that may be caused to the highway by reason of 
the driving, operating or moving of any such heavy vehicle, 
load, object or structure. 
(6) It is a condition of every permit issued under this 
section that the original of the permit be carried in the vehicle 
for which the permit was issued and be produced when 
demanded by a police officer or an officer appointed for 
carrying out the provisions of this Act. 
(7) Every person who operates or permits the operation 
of a vehicle or combination of vehicles contrary to any of 
the conditions of the permit is guilty of an offence and on 
summary conviction is liable to a fine of not less than $100 
and not more than $500 and, in addition, if the condition 
contravened is in respect of any weight allowed under the 
permit, a fine shall be imposed as if the person had not been 
issued a permit under this section and had been convicted 
of an offence under section 72, 73 or 74 in respect of any 
gross vehicle weight, axle unit weight or axle group weight 
in excess of the maximum allowable weights permitted under 
this Act or the regulations. 
67.-(1) Every vehicle carrying a load which overhangs 
the rear of the vehicle to the extent of 4 feet 10 inches or 
more while on a highway shall display upon such over-
hanging load at the extreme rear end thereof at any time 
from one-half hour after sunset to one-half hour before 
sunrise, or at any other time when there is insufficient light 
or unfavourable atmospheric conditions, a red light, and at 
all other times a red flag or a red marker sufficient to 
indicate the projection of the load. 
(2) No person shall operate or permit to be operated 
upon a highway any commercial motor vehicle or trailer 
unless the load that the vehicle or trailer is carrying is firmly 
bound, sufficiently covered, or otherwise secured or loaded, 
in such manner that no portion of the load may become 
dislodged or fall from the commercial motor vehicle or 
trailer. 
(3) The Lieutenant Governor in Council may make regula-
tions, 
(a ) prescribing the manner of loading, and of covering 
and securing loads on vehicles or classes of vehicles 
operated on highways or classes of highways; 
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(b) designating the vehicles or classes of vehicles and 
the highways or classes of highways to which any 
loading, covering or securing provisions arc to apply; 
and 
(c) prescribing classes of vehicles, highways and loads 
for the purposes of clauses a and b. 
(4) Every person who contravenes any of the provisions Penalty 
of this section or of a regulation made under subsection 3 
is guilty of an offence and on summary conviction is liable to 
a fine of not less than $50 and not more than $100 and, 
in addition, his driver's licence issued under section 13 and 
his permit issued under section 6 may be suspended for a 
period of not more than sixty days. 
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68.-(1) The Lieutenant Governor m Council may make Regula.lions 
re carriage 
regulations, of · 
explosives, 
etc. 
(a) classifying and defining explosives and dangerous 
materials; 
(b) regulating or prohibiting the transportation of 
explosives and dangerous materials or any class 
thereof by a vehicle on a highway; 
(c) regulating the preparation and packaging of ex-
plosives and dangerous materials or any class 
thereof to be transported by a vehicle on a highway; 
and 
(d) requiring the labelling of packages and containers 
of explosives and dangerous materials or any class 
thereof and prescribing the labels to be attached to 
such packages and containers. 
(2) Any regulation made under subsection 1 may adopt Code. etc .. 
b f . h l . . may be y re erence, m w o e or m part, with such changes as the a•lopted by 
L. G · C ·1 · I d reference 1eutenant 1overnor in ounc1 cons1c ers neces,.;ary any co e 
or standard, or any regulation made by the Government of 
Canada, and may require compliance with any codC' , ,.;tandard 
or regulation that is so adopted. 
(3) Every person who contravenes any of the provisions Penalty 
of a regulation made under this section is guilty of an offence 
and on summary conviction is liable to a fine of not less 
than $100 ancl not more than SSOO or to imprisonment for a term 
of not more than three months, or to hoth. 
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(1<). -( I ) The provisions of this Part, other than regulations 
made under this section, do not apply to over-dimensional 
farm vehicles. 
(2) T he Lieutenant Governor in Council may make regula-
tions, 
(a) regulating or prohibiting the movement of over-
dimensional farm vehicles or classes thereof on a 
highway or on classes of highways; 
(b} requiring that escort vehicles or classes of escort 
vehicles accompany over-dimensional farm vehicles 
or classes thereof on a highway or classes of high-
ways: 
(c) prescribing the types, specifications and locations 
of markings, signs and lights that shall be carried by 
over-dimensional farm vehicles and escort vehicles 
or classes of either or both of them on a highway 
or classes of highways; 
(d) prescribing conditions for the movement of over-
dimensional farm vehicles on a highway or classes of 
highways relating to the protection of persons and 
property from injury or damage. 
2. On the 1st day of April, 1978, subsections 1, 2, 5, 6, 7 and 9 
of section 65 of The Highway Traffic Act, as re-enacted by 
section 1 of this Act, are repealed and the following substituted 
therefor: 
(1) Subject to section 66, no vehicle shall have a greater 
width than 102-23/64 inches while on a highway except, 
(a) traction engines, which may have a total width not 
exceeding 110-15/64 inches; or 
(b) motor vehicles and road maintenance machines, 
operated by or on behalf of a municipality or other 
authority having jurisdiction and control of a high-
way. where such vehicles are engaged in road main-
tenance, including the removal of snow from a 
highway. 
(2) Subject to section 66, no load on a vehicle shall have 
a greater width than 102-23/64 inches while on a highway 
except, 
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(a) loads of raw forc~st products which shall not exe<~ed 
a total width of 102-23/64 inches at point of origin 
and which shall not exceed a total width of 110-15/64 
inches at any time during transit; or 
(b) loads of loose fodder. 
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(5) Subject to sc~ction 66, no vehicle, othc•r than a fire ~:;;i~~~g~ 
apparatus, a semi-trailer, or a bus, including load, shall combination 
exceed the length of 36 feet 1-1/16 inches while on a highway, 
and no combination of vehicles, including load, coupled 
together shall exceed the total length of 68 feet 10-49/64 
inches while on a highway. 
(6) Subject to section 66, no semi-trailer, other than a semi- ~ee~f-\~~fier 
trailer designed for the carriage of vehicles, shall exceed the 
length of 45 feet 11-11/64 inches while on a highway and any 
extension in the length of a semi-trailer caused by auxiliary 
equipment or machinery that is not designed for the trans-
portation of goods shall not be included in determining the 
length thereof. 
(7) No bus shall exceed the length of 41 feet Ys inch while ~f:~~;h 
on a highway, but an increase in the length of a bus caused 
by the addition of a liquid filled or other energy-absorbing 
bumper shall not be included in determining the length of 
the bus. 
(9) Subject to section 66, no vehicle including load, shall ~:~f~~ of 
have a greater height than 13 feet 7% inches while on a 
highway. 
3. Part VTT of the said Act, as amended by the Statutes of rs~:h':JL. 
Ontario, 1973, chapter 45, sc~ctions 25, 26, 27 and 28, 1974, re-enacted 
chapter 123, section 20, 1974, chapter 130, section 2 and 1976, 
chapter 37, sections 11 and 12, and 1977, chapter 1, section 1, 
is repealed and the following substituted therefor: 
PART VII 
WEIGHT 
70. - (1) In this Part, 
(a) "axle" means an assembly of two or more whc~els 
whose centres are in one transver:;e vertical plane 
and which are transmitting weight to the highway ; 
Interpre-
tation 
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(h) "axlP group weight" means that part of the gross 
\'l'hide wt' ight in pounds transmitted to the highway 
by a two axle group, three axle group or four axle 
group ; 
(c) " axle unit" means any single axle, dual axle or triple 
axle; 
(d) " axle unit weight" means that part of the gross 
vehicle weight in pounds transmitted to the high-
way by an axle unit; 
(c) "Class A Highway" means a highway designated as 
such by the l\linister; 
(/) " Class B Highway" means a highway not designated 
by the l\Jinister as a Class A Highway; 
(g) "dual axle" means any two consecutive axles whose 
centres arc more than 39.5 inches apart and that, 
(i) are articulated from a common attachment to 
the vehicle, or 
(ii) are designed to automatically equalize the 
load betv.·een the two axles; 
(h) " four axle group" means four consecutive axles, not 
including the front axle of a motor vehicle. 
(i) that arc entirely within either a motor vehicle 
or trailer or semi-trailer, and 
(ii) in which the spacings between the con-
secutive axles do not exceed 98.S inches; 
(i) "front axle" means the front axle unit of a motor 
vehicle ; 
(j) " gross vehicle weight" means the total weight in 
pounds transmitted to the highway by a vehicle, or 
combination of vehicles, and load; 
(k) " over-dimensional farm vehicles" means the same 
as it does in Part VI; 
(l) "semi-trailer" means the same as it does in Part \'I : 
(m) "single axle" means one or more axles whose 
centres arc included bet1veen two parallel trans-
verse vertical planes 39.5 inches apart ; 
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(n) "tank-truck" means a commercial motor vehicle to 
which there is attached or upon which there has 
been placed either permanently or otherwise a 
closed tank having a capacity of 500 gallons or 
more; 
(o) "three axle group" means three consecutive axlcs, 
not including the front axle of a motor vehicle, 
(i) that clo not form a triple axle within the 
meaning of clause p, 
(ii) that are entirely within either a motor vehicle 
or trailer or semi-trailer, 
(iii) in which the spacings between the con-
secutive axles do not exceed 98.S inches, 
and 
(iv) which arc not included in a four axle group 
within the meaning of clause h; 
(p) "triple axle" means any three consecutive axles 
that, 
(i) have their consecutive centres equaJly span·d. 
an cl 
(ii) have their consecutive centres more than 
39.5 inches apart , 
and that, 
(iii) are articulated from an attachment to the 
vehicle common to the consecutive axles, or 
(iv) are designed to automatically equali ze the 
load between the three axles under all con-
ditions of loading ; 
(q} "two axle group" means two consentti\'c single 
axles, not including the front axle of a motor \·ehirle, 
(i} that arc> entirely within eithrr a motor 
vd1icle or trailer or semi-trailer, 
(ii) in which the spacing betwec>n the consccu ti ve 
axles is less than 78.5 inches, and 
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(iii) which arc not included in a three axle 
group within the meaning of clause o or a 
four axle group within the meaning of clause 
h. 
(2) Thr Minister may designate a highway as a Class A 
Highway. 
(3) Th<' prons1ons of this Part do not apply to over-
dimensional farm vehicles. 
(4-) Where three consecutive axles that are articulated 
from an attachment to the vehicle common to the con-
secutive axles are not a triple axle within the meaning of 
clause p of subsection 1 because their consecutive centres 
are not equally spaced, that one of the three consecutive 
axles that is most remote from the centre axle of the con-
secutive axles shall be deemed to be a single axle and the 
other two axles shall be deemed to be a dual axle. 
(5) Where three consecutive axles that are not articulated 
from an attachment to the vehicle common to the con-
secutive axles are not a triple axle within the meaning of 
clause p of subsection 1 because their consecutive centres 
are not equally spaced, any two of the axles that are articu-
lated from an attachment to the vehicle common to the 
two axles shall be deemed to be a dual axle and the third of 
the three axles shall he deemed to be a single axle. 
(6) The spacing between axles is the shortest distance 
between the centre of rotation of one axle and the centre of 
rotation of the other. 
(7) For the purposes of Tables 1 and 2, the axle spacing 
is the distance measured between the outer axles forming an 
axle unit. 
(8) For the purposes of Tables 3, 4 and 5, the axle group 
spacing is the distance measured between the outer axles 
forming a two axle group, three axle group or four axle 
group. 
71--(1) Suhjcct to section 66, no vehicle , 
(a) equipped with tires of less than 5.9 inches in 
width where the weight upon any inch in the width 
of the tire exceeds 504 pounds ; or 
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(b) equipped with tires of 5.9 inches or more in width 
where the weight upon any inch in the width of the 
tire exceeds 616 pounds, 
shall be operated on a highway. 
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(2) For the purpose of this section, where a tire width -:!~~~ire 
has been marked thereon by the manufacturer, the width ascei·tained 
of the tire shall be deemed to be as so marked. 
72.-(1) Subject to section 66, no vehicle or combination ~lf;~~~1~ 
of vehicles unless exempted under the regulations shall be axl.e unit 
' ' weights 
operated on a Class A Highway where the axle unit weight 
on an axle unit, whether or not part of any axle group, 
exceeds, 
(a) for a single axle \Vith single tires, 19,800 pounds; 
(b) for a single axle with dual tires, 22,000 pounds: 
(c) for a dual axle, that weight shown in Column 2 
opposite the corresponding axle spacing shown in 
Column 1 of Table 1 ; or 
(d) for a triple axle, that weight shown in Column 2 
opposite the corresponding axle spacing shown 
in Column I of Table 2. 
(2) Notwithstanding subsection 1 the maximum allowable Restdction 
' ~-~~ 
axle unit weight for a dual axle shall not exceed 39 ,600 allowed 
. . . h l . under subs. 1 pounds unless the axle 1s equipped wit dua tires. 
(3) Notwithstanding subsection 1, the maximum allowable Idem 
axle unit weight for a triple axle shall not exceed 59,400 
pounds unless the axle is equipped with dual tires. 
(4) Subject to subsection 1, the maximum allowable Idem 
axle unit \veight for a single front axle shall not exceed 
11,000 pounds unless the driver of a vehicle or combination 
of vehicles produces verification in writing as to the manu-
facturer's gross axle weight rating for such single front axle, 
and in such case the maximum allowable axle unit weight 
on such single front axle shall not exceed the manu-
facturer's gross axle weight rating. 
73. Subject to section 66, no vehicle or combination of ~lf;~~bi~ 
vehicles, unless exempted under the regulations, shall be axl.e grtot1p 
weigh s 
operated on a Class A Highway where any axle group weight 
exceeds, 
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(a) for a two axle group, that weight shown in Column 
2 oppo~ite the corresponding axle group spacing 
shown in Column I of Table 3 ; 
(b) for a three axle group. that weight shown in 
Column 2 opposite the corresponding axle group 
spacing shown in Column 1 of Table 4; or 
(c) for a four axle group, that weight shown in Column 
2 opposite the corresponding axle group spacing 
sho\.vn in Column 1 of Table 5 . 
74.- (1) Subject to section 66, no vehicle or combination of 
\'ehicles. unless exempted under the regulations, shall be 
operated on a Class A Highway where the gross vehicle 
weight exceeds the least of, 
(a) the axle unit weight on the front axle, not exceed-
ing the maximum weight permitted on such axle 
under section 72, plus the sum of the maximum 
allowable weights for all other axle units of the 
vehicle or combination of vehicles as set out in 
section 72 ; 
(b) the axle unit weight on the front axle, not exceed-
ing the maximum weight permitted on such axle 
under section 72, plus the sum of the maximum 
allowable weights for any two axle groups, three 
axle groups or four axle groups, or any com-
bination thereof, as set out in section 73, plus the 
maximum allowable weight for any axle unit or 
units excluding the front axle and excluding any 
axle unit or units which are part of an axle group, 
as set out in section 72; or 
(c) that weight prescribed in the regulations. 
(2) Where the weight permitted under clause c of sub-
section 1 is the least and where the weight permitted a 
vehicle or combination of vehicles under this subsection as 
it existed on the 31st day of December. 1977 exceeds by 1,000 
pounds or more the weight permitted under subsection 1 on 
or after the 1st day of January, 1978, the Minister may 
grant a special gross vehicle weight authority permitting the 
vehicle or combination of vehicles to operate on a Class A 
Highway at the gross vehicle weight set out in the authority, 
!:mt no authority issued under this subsection shall permit 
a gross vehicle weight in excess of 140,000 pounds. 
(3) Subsection 2 does not apply, 
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(a) in respect of a single commercial motor vehicle, 
other than a tractor, which was manufactured after 
the 31st day of :March, 1978; or 
(b) in respect of a combination of a tractor and other 
\'chicles. the vehicle directly attached to the tractor, 
which was manufactured after the 31st day of 
March, 1978. 
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(4) An application for an authority under subsection 2 shall t,~Pi~~T,~~~Y 
be made in accordance with the terms and conditions pre-
scribed by regulation and shall be made not later than the 
30th day of June, 1978. 
(S} The driver of a vehicle or combination of vehicles Drivder to 
. . . . pro uce being operated on a highway under an authority issued pur- authority 
suant to subsection 2 shall produce, when demanded by a 
police officer or an officer appointed for carrying out the 
provisions of this Act, the authority or a true copy thereof. 
(6) Every person who operates or permits the operation Penalty 
of a vehicle or combination of vehicles under an authority 
issued pursuant to subsection 2 where the gross vehicle weight 
exceeds the gross vehicle weight permitted by the authority 
is guilty of an offence and on summary conviction a fine 
shall be imposed as if the person had not been issued the 
authority and had been convicted of an offence under sub-
section 1 in respect of any gross vehicle weight in excess of 
the weight permitted under subsection 1. 
(7) Where a vehicle or combination of vehicles for which ~.,~~i:'irit 
an authority is issued pursuant to subsection 2 is operated does not Y 
upon a highway while the weight on the front axle of the apply 
vehicle or combination of vehicles varies by more than 1,000 
pounds from the weight specified for the front axle on the 
authority, then the authority shall be deemed not to apply. 
(.8) An authority issued under subsection 2 expires with Expiry.or 
aut honty 
the 31st day of December, 1986. 
(9) The Lieutenant Governor in Council may make regu- Regulations 
lations prescribing, 
(a) the manner in which an application may be sub-
mitted and the information to be provided; 
(b) the conditions precedent to the issuance of an 
authority pursuant to this section; 
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(c) conditions attaching to an authority issued pursuant 
to this section ; 
(d) fees for processing applications; and 
(e) t he gross vehicle weights to be set out in any 
authority issued pursuant to this section and the 
method of calculating such weight. 
75.- (1) Notwithstanding sections 72, 73, 74 and sub-
sect ion 1 of section 77, during freeze-up the maximum 
allowable gross vehicle weight for a vehicle or combination 
of vehicles, while used exclusively for the transportation of 
raw forest products, shall be 110 per cent of that weight for 
which a permit has been issued for the vehicle or com-
bination of vehicles in accordance with section 6, provided 
no axle unit weight, axle group weight or gross vehicle 
weight exceeds by more than 10 per cent that weight pre-
scribed in this Act or the regulations for such vehicle or 
combination of vehicles. 
(2) For the purposes of this section, the Minister may 
designate by regulation the date on which a "freeze-up" shall 
commence and the date on which a "freeze-up" shall terminate. 
(3) No vehicle or combination of vehicles having a weight 
in excess of that authorized in subsection 1 shall be 
operated on a highway. 
76. Subject to section 66, no vehicle or combination of 
vehicles shall be operated on a Class B Highway where the 
weight upon one axle exceeds 18,000 pounds, or, if the axles 
are spaced less than 7 feet 10 inches apart, where the weight 
upon one axle exceeds 12,100 pounds. 
77.- (1) Subject to subsection 1 of section 16 of The 
P ublic V ehicles Act, no vehicle or combination of vehicles 
having a permit issued in accordance with section 6 of this 
Act, the fee for which is based upon gross vehicle weight , 
shall be operated on any highway where the gross vehicle 
weight exceeds that for which the permit was issued. 
(2) The permit issued for a commercial motor vehicle 
and for every trailer drawn by it, or a true copy thereof, 
sha ll, whenever the vehicle is on a highway, be carried by 
the driver thereof or placed in some readily accessible 
posit ion in the vehicle and shall be produced when demanded 
by a police officer or an officer appointed for carrying out 
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the provisions of this Act or The Public Commercial Vehicles ~·Mi. 1970. 
Act. 
(3) Notwithstanding subsection 1 and subject to sections ~o"~~~~'.~n 
72, 73 and 74, where a conversion unit is used to convert 
a two axle tractor into a three axle tractor and the fee pre-
scribed in the regulations in respect of the conversion unit 
is paid, the vehicle or combination of vehicles to which the 
conversion unit is attached may operate on a highway at a 
maximum gross vehicle weight of 15,400 pounds in excess of 
the gross vehicle weight for which a permit was issued for 
the vehicle or combination of vehicles in accordance with 
section 6 and the l\Iinistry shall issue a receipt for the fee 
so prescribed and paid. 
(4) The receipt issued by the Ministry in accordance with ~:;:;~tre 
subsection 3 shall, whenever a vehicle is on a highway with weight 
. , f , b . J payment to the converswn umt re erred to m su section attached, be be carried 
carried by the driver of the vehicle or placed in some readily 
accessible position in the vehicle and shall be produced when 
demanded by a police officer or an officer appointed for 
carrying out the provisions of this Act or The Public Com-
mercial V chicles Act. 
(5) Subject to section 66, during the months of March {~~~g~~r~~g 
and April no commercial motor vehicle or trailer, other than March and 
April 
a public vehicle, or a two axle tank-truck or two axle truck 
while either is used as referred to in subsection 6, shall be 
operated or drawn on any portion of the King's Highway 
to which the provisions of this subsection are declared 
applicable by the Lieutenant Governor in Council or upon 
any other highway not within a city or separated town, 
where any axle of such commercial motor vehicle or trailer 
transmits to the highway a weight in excess of 11,000 pounds, 
and the Lieutenant Governor in Council may declare this 
subsection to apply. 
(6) Subject to section 66, during the months of ;\larch Idem 
and April no two axle tank-truck, while used exclusively 
for the transportation of liquid or gaseous heating fud, and 
no two axle truck, while used exclusively for the trans-
portation of live stock feed, shall be operated on any portion 
of the King's Highway to which the provisions of snh-
section 5 are declared applicable by the Lieutenant Governor 
in Council or upon any other highway not within a city or 
separated town, where any axle transmits to the highway a 
weight in excess of 16,500 pounds. 
(7) Subject to section 66, during the months of ;\·larch Idem 
and April no vehicle having a carrying capacity in excess 
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of 2,200 pounds, other than a motor vehicle or trailer, shall 
lw operated on any portion of the King's Highway to which 
the pro\'isions of this subsection are declared to be appli-
<a ble by the Lieutenant Governor in Council or upon any 
other highway not within a city or separated town, where 
ttw \Wight upon any inch in the width of tire exceeds 280 
pounds, and the Lieutenant Governor in Council may declare 
thi::: subsf'ction to apply. 
(8) Subsections 5 and 7 do not apply to, 
(a) a vehicle operated by or on behalf of a mumc1-
pality or other authority having jurisdiction and 
control of a highway, where such vehicle is engaged 
in highway maintenance, including the carriage and 
application of abrasives or chemicals to the highway, 
the stockpiling of abrasives or chemicals for use 
on a highway, or engaged in the removal of snow 
from a highway ; or 
(b) vehicles used exclusively for the transportation of 
milk. 
(9) In the case of the King's Highway and highways in 
territory without municipal organization, the Lieutenant 
Governor in Council may declare the provisions of sub-
sections 5, 7 and 13 to apply during any period of the year. 
( 10} The municipal corporation or other authority having 
jurisdiction over any highway may declare the provisions of 
subsections 5, 7 and 13 to apply to highways under its 
jurisdiction during any period of the year. 
(11) The Lieutenant Governor in Council may make regu-
lations limiting the gross vehicle weight of any vehicle or 
any class thereof passing over a bridge forming part of the 
King's Highway or a highway in territory without municipal 
organization and notice of the limit of the weights fixed by 
such regulation, legibly printed, shall be posted up in a con-
spicuous place at each end of the bridge. 
(12) The municipal corporation or other authority having 
jurisdiction over a bridge may hy by-law limit the gross 
vehicle weight of any vehicle or any class thereof passing 
over such bridge, and the requirements of subsection 11 with 
respect to the posting up of notice apply thereto. 
(13) Every person who contravenes any of the provisions 
of subsection 1, 5, 6 or 7 or of a regulation made under 
subsection 11 or a by-law made under section 12 is guilty 
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of an offence and on summary conviction is liable to a fine 
as if he had been convicted under section 79 and, in addition, 
if the conviction is for a contravention under subsection 1, 
the Registrar may suspend the permit issued under section 
6 for the vehicle or vehicles involved, and such suspension 
shall continue until a new permit at the maximum gross 
vehicle weight allowable has heen issued for the vehicle or 
vehicles and the fee therefor has been paid. 
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78.-(1) Where a police officer or officer appointed for Pffiwer of 
carrying out the provisions of this Act has reasonable and hay~ei~~0d 
probable grounds to believe that the gross vehicle weight we'l~hed 
of a vehicle or combination of vehicles is in excess of the 
limits permitted under this Act or the regulations or a permit 
issued for the vehicle or combination of vehicles, he may 
weigh the same, by means of either portable or stationary 
scales, and may require that the vehicle or combination 
of vehicles be driven to the nean:,st weigh scales. 
(2) Subsection 1 does not apply where the driver of a com- Production 
. . . • cl 
mercial motor vehicle produces an mventory showmg the true inventory 
gross vehicle weight of the vehicle or combination of vehicles. 
(3) Where a police officer or officer appointed for carrying P~wc~ ~r 
out the provisions of this Act has reasonable and probable gav~01oa0d 
d . h l"d" f d d l weighed groun s to quest10n t e va i 1ty o any ocuments pro uceo 
in accordance with subsection 2, or to believe the axle unit 
weight or axle group weight of a vehicle or combination of 
vehicles is in excess of the limits permitted under this Act or 
the regulations or a permit issued for the vehicle or com-
bination of vehicles, he may weigh the same, by means of 
either portable or stationary scales, and may require that 
the vehicle or combination of vehicles he driven to the nearest 
weigh scales. 
(4) T~ determine whether tl~e gross vehicle .weight, axle ~fli~~~~~ 
umt weight or axle group weight of any vehicle or com- measure 
b. · f h' l · · f h 1. . . axle space mat1on o ve IC es is m excess o t e 1m1ts penmttecl under 
this Act or the regulations or the permit issued for the vehicle 
or combination of vehicles, the police officer or officer 
appointed for carrying out the provisions of this Act may 
conduct such examination as is necessary to ascertain the 
distance between the axles of the vehicle or combination of 
vehicles. 
(~) Where it i~ fo~md that t~c gn~ss. vehicle weight of any f/h';;~~~~ 
vducle or comhmat10n of vehicles 1s m excPss of that per- require part 
· d d · · . . ofloall 
m1ttc un er this Act or the regulations or the permit issued rnrnovec! 
for the vehicle or com bin a ti on of vehicles, the police offirer 
or officer appointed for carrying out the provision;; of this 
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Act may require the driver to remove so much of the load as 
is necessary to ensure compliance with this Act, the regu-
la tions and the permit. 
(6) Every driver who, 
{a) when required, pursuant to subsection l or 3, to 
proceed to a weighing machine refuses or fails to do 
so; 
(b) when required, pursuant to subsection 5, to remove 
part of a load refuses or fails to do so or to make 
arrangements to do so; or 
(c) obstructs any weighing, measuring or examination 
authorized by this section, 
is guilty of an offence and on summary conviction is liable 
to a fine of not less than SSO and not more than $100. 
79. Every person who contravenes any of the provisions 
of subsection 1 of section 71, sections 72, 73 and 74, sub-
section 3 of section 75 or section 76 is guilty of an offence and 
on summary conviction is liable to a fine of, 
(a) $0.91 per hundredweight, or part thereof, for any 
weight in excess of that permitted under this Act or 
the regulations, where the overweight is less than 
11,000 pounds, but in no case shall the fine be less 
than SSO; 
(b) $1.82 per hundredweight, or part thereof, for any 
weight in excess of that permitted under this Act 
or the regulations, where the ovcrweigh t is 11,000 
pounds or more but is less than 16,500 pounds; 
(c) $2.73 per hundredweight, or part thereof, for any 
weight in excess of that permitted under this Act 
or the regulations, where the overweight is 16,500 
pounds or more but is less than 22,000 pounds ; 
(d) $3.64 per hundredweight , or part thereof, for any 
weight in excess of that permitted under this Act 
or the regulations, where the overweight is 22 ,000 
pounds or more but is less than 33,000 pounds : 
and 
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(e) S4.55 per hundredweight, or part thereof, for any 
weight in excess of that permitted under this Act 
or the regulations, where the overweight is 33,000 
pounds or more. 
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80. Every consignor of goods, or his agent or employee', ~"ae;,-n b 
who causes a vehicle or combination of Yehicles not owned conslg~o!" 
by the consignor to be~ loade·d. 
(a) knowing that so loaded the weight of the vehicle, 
or combination of vehicles, and load when operated 
on a highway exceeds the limits for weight in any 
of the provisions of subsection 1 of section 71, 
section 74 or 75, or in the regulations, or in a permit 
referred to in subsection 1 of section 77; and 
(b) intending that the \.Thiele or combination of vehicles 
;;.o loaded be operated on a highway, 
io=. guilty of an offence and on summary conviction is liable 
to a fine as if he had been convicted under section 79. 
81. The Lieutenant Governor in Council may make regu-Reg-lllations 
lations, 
(a) prescribing maximum allowable gro,:,s vehicle 
weights; 
(b) designating classes of whicles which are exempt 
from the provisions of sections 72 > 73 and n and 
prescribing the weights applicable for the vehicle·s so 
exempted; and 
(c) prescribing markings to be placed on vehicles. 
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TABLE I 
:\IAXL\IUM ALLOWABLE WEIGHT FOf< 
DUAL AXLE 
CoLlJ\IN 01rn 
Axle Spacing 
(Inches) 
39.5 to less than 4 7 .0 
47.0 to less than 51.(J 
51.0 to less than 55.0 
55.0 to less than 59.0 
59.0 to less than 63.0 
63.0 to less than 67.0 
67.0 to less than 71.0 
71.0 or more 
----------
COLUMN Two 
Maximum Allowable Weight 
(Pounds) 
34,000 
37,000 
37,900 
38,600 
39,500 
40,300 
41,200 
42,100 
TABLE 2 
MAXIMUM ALLO\VABLE WEIGHT FOR 
TRIPLE AXLE 
CoLVMN O;rn 
Axle Spacing 
(Inches) 
78.5 to less than 94.5 
94.5 to less than I 10.0 
II 0.0 to less than 114.0 
114.0 to less than 118.0 
118.0 to less than 122.0 
122.0 to less than 126.0 
126.0 to less than 130.0 
130.0 to less than 134.0 
134.0 to less than 138.0 
138.0 to less than 141.5 
141.5 to less than 145.5 
145.S to less than 149.5 
149.5 to less than 153.5 
153.5 to less than 157.7 
157.5 to less than 161.5 
161.5 to less than 165.5 
165.5 to less than 169.5 
169.5 to less than 173.0 
173.0 to less than 177.0 
177 .0 to less than 181.0 
181.0 to less than 185.0 
185.0 to less than 189.0 
189.0 or more 
CoLlJ)IN Two 
Maximum Allowable Weight 
(Pounds) 
43,000 
47,000 
47,800 
48,50[) 
49,400 
50,000 
50,900 
51,600 
52,500 
53,100 
53,800 
54,700 
5.\300 
56,200 
56,900 
57,800 
58,400 
59,300 
60,000 
60.80[) 
61,500 
62,400 
63,000 
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TABLE 3 
:VfAXIl\IU:VJ ALLOWABLE WEIG HT FOR 
TWO AXLE GROUP 
Axle Group Spacing 
(Inches) 
39.5 to less than 47.0 
47.0 to less than 51.0 
51.0 to less than 55.0 
55.0 to less than 59.0 
59.0 to less than 63.0 
63.0 to less than 67.0 
67.0 to l~ss than 71.0 
71.0 to less than 75.0 
75.0 to less than 78.5 
CoLlrMN Two 
\'1aximum Allowable Weight 
(Pounds\ 
33,100 
35,900 
36.800 
37,500 
38,400 
39,200 
40,100 
41.000 
42,100 
TABLE 4 
:VIAXJ:\IUM ALLOWABLE WEIGHT FOK 
THKEE A.'<LE GROUP 
COLUMX ONE 
Axle Group Spacing 
(Inches) 
78.5 to less than 94.5 
94.5 to less than 102.5 
102.5 to less than 110.0 
I JO.O to less than 114.0 
l14.0 to Jes; than 118.0 
118.0 to less than 122.0 
122.0 to less than 126.0 
126.0 to less than 130.0 
130.0 to less than 134.0 
134.0 to less than 138.0 
138.0 to less than 141.5 
141.5 to less than 145.5 
145.5 to less than 149.5 
149.5 to less than 1535 
153.5 to less than 157.5 
157.5 to less than 16L5 
161.5 to less than 165.5 
165.5 to less than 169.5 
169.5 to less than 173.0 
173.0 to less than 177.0 
177.0 toles:-: than 181.0 
181.0 to Jes:-: than 185.0 
185.0 to less than 18'1.0 
189.0 to less than 193.0 
193.0 to less than 197.0 
197.0 or more 
CoLUM~ Two 
~laximum Allowable Weight 
{Pounds) 
41,900 
45,000 
46,300 
47,200 
4 7 ,800 
48,500 
49,400 
50,000 
50,700 
.)1,600 
52,200 
52,900 
53,800 
54,500 
55,100 
56,000 
56,700 
57,300 
58.200 
58,900 
.'19,500 
60,400 
61,100 
61.700 
(i2,400 
63,000 
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TABLE 5 
i\IAXli\IU:\1 ALLOWABLE WEIGHT FOR 
FOUR AXLE GROUP 
COLUMN ONE 
Axle Group Spacing 
(Inches) 
less than 141.5 
141.5 to less than 145.5 
145.5 to less than 149 .5 
149.5 to less than 153.5 
153.5 to less than 157.5 
157.5 to less than 161.5 
161.5 to less than 165.5 
165.5 to less than 169.5 
169.5 to Jess than 173.0 
173.0 to less than 177 .0 
177.0 to less than 181.0 
181.0 to less than 185.0 
185.0 to less than 189.0 
189.0 to less than 193.0 
193.0 to Jess than 197.0 
197.0 to less than 201.0 
201.0 to less than 204.5 
204.5 to Jess than 208.5 
208.5 to less than 212.5 
212.5 to Jess than 216.5 
216.5 to less than 220.5 
220.5 to le'.,;-; than 224.5 
224.5 to Jess than 228 .5 
228.5 to less than 232.5 
232.5 to less than 236.0 
236.0 to less than 240.0 
240.0 to less than 244.0 
244.0 to less than 248.0 
248.0 to less than 252.0 
252.0 to less than 256.0 
256.0 to less than 260.0 
260.0 to less than 264.0 
264.0 to less than 267.5 
267 .5 to less than 271.5 
271.5 to less than 275.5 
275.5 to less than 279.5 
279.5 to less than 283.5 
283.5 to less than 287.5 
287 .5 to less than 291.S 
291.5 to less than 295.5 
295.5 or more 
CoLUM'I Two 
Maximum Allowable Weight 
(Pounds) 
51,800 
52,700 
53,400 
54,200 
54.900 
55,800 
56,700 
57,300 
58,200 
58,900 
59, 700 
60,600 
61,300 
62,200 
62,800 
63,700 
64,600 
65,300 
66,100 
66,800 
67,700 
68,600 
69,200 
70,100 
70,800 
71,600 
72,500 
73,200 
74,100 
74,700 
75,600 
76,500 
77,200 
78,000 
78,700 
79,600 
80,500 
81,100 
82,000 
82,900 
83,800 
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4. -(1) This Act, except subsection 4 of section 72 as re-enacted ~~i;::,nence­
by section 3, comes into force on the 1st day of January, 
1978. 
(2) Subsection 4 of section 72, as re-enacted by section 3, Idem 
comes into force on the 1st day of July, 1978. 
5. The short title of this Act is The Highway Traffic Amendment Short title 
Act, 1977 (No. 4). 

